
Appendix H Appendix I Calculated Calculated
TP reduction from TSS reduction from TP reduction TSS reduction

baseline of 27% baseline of 40% from no-controls from no-controls
2 29% 1% 48% 41%
3 82% 26% 87% 56%
20 14% 0% 37% 40%
21 10% 0% 34% 40%
23 12% 11% 36% 47%
24 11% 12% 35% 47%
25 64% 32% 74% 59%
26 35% 29% 53% 57%
27 0% 0% 27% 40%
28 1% 0% 28% 40%
29 51% 7% 64% 44%
30 0% 0% 27% 40%
33 29% 9% 48% 45%
34 81% 31% 86% 59%
37 66% 54% 75% 72%
39 0% 0% 27% 40%
45 13% 8% 36% 45%
51 14% 0% 37% 40%
54 61% 6% 72% 44%
55 68% 43% 77% 66%
56 19% 0% 41% 40%
59 54% 15% 66% 49%
60 29% 1% 48% 41%
61 6% 2% 31% 41%
62 70% 70% 78% 82%
63 14% 11% 37% 47%
64 47% 55% 61% 73%
65 49% 46% 63% 68%
66 37% 37% 54% 62%
67 0% 0% 27% 40%
68 52% 18% 65% 51%
69 72% 21% 80% 53%
70 1% 1% 28% 41%
71 29% 31% 48% 59%
72 0% 0% 27% 40%
73 51% 49% 64% 69%
74 17% 20% 39% 52%
75 15% 19% 38% 51%
76 75% 29% 82% 57%
78 4% 0% 30% 40%
79 54% 37% 66% 62%
81 20% 7% 42% 44%
83 37% 25% 54% 55%

Baseline reductions of TP = 27% & TSS = 40% were identified in the RR TMDL report on pages 25 & 27.
% TP reduction from no-controls = 27 + [0.73 x (% TP control in Appendix H)]
% TSS reduction from no-controls = 40 + [0.60 x (% TSS control in Appendix I)]
Reaches that are not listed above did not have a permitted MS4 within the reach.
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